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FICHA DE PRODUCTO

UNIÓN PERPENDICULAR

DESCRIPCIÓN GENERAL

Esta pieza sirve principalmente para conectar perfiles ranurados 
de forma perpendicular en una estructura.
Fabricado en acero galvanizado.

 � Ofrece gran rigidez en el montaje.
 � Posibilidad de anclar el perfil hacia cualquier dirección.
 � Incluye tornillos con tuerca gúita M-10.

ESPECIFICACIONES TÉCNICAS

 � Carga nominal: Fz = 5 kN por conector 
- Fz = 10 kN por conector

 � Par de apriete: 50 Nm
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SOPORTE STRUT 41x41

PRECAUCIONES

Cuando la carga situada en el soporte efectue una palanca a una distancia igual o mayor a 500mm de las 
fijaciones se recomienda la instalación de un tirante.

DESCRIPCIÓN GENERAL

El soporte strut 41x41 es perfecto para montaje de abrazaderas 
para conductos. Fabricado en acero galvanizado.

ESPECIFICACIONES TÉCNICAS

TIPO L (mm) PLACA BASE (mm) b (mm) PESO (kg)

SS4141300 300 133x50x7 90 1,05

SS4141450 450 133x50x7 90 1,27

SS4141600 600 133x50x7 90 1,80

SS4141750 750 133x50x7 90 2,00

SS41411000 1000 133x50x7 90 2,87
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OMG 41x41 Y 41x21

DESCRIPCIÓN GENERAL

Pieza diseñada para fijación directa a suelo o a otros carriles  
perforados.
Fabricada en acero cincado. 

TIPO bxs (mm) L (mm) Ø d1 Ø d2 PESO (KG) ESPESOR (mm)

41/21 40x4 80 11 11 0,15 4

41/41 40x4 80 11 11 0,20 4

ESPECIFICACIONES TÉCNICAS

MÉTODO DE INSTALACIÓN
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ALNOR® ventilation systems
is a registered trademark protected by a technical patent. All modification rights reserved.

Channel U-bracket 

LDB-U

Description
LDB-U U-brackets are designed for fastening of intersecting 
Strut channels. Depending on their size, saddle brackets can 
be used for joining LDBST 21 and 41 Strut channels; LDB-U-
82-3 and LDB-U-41-6 U-brackets are suitable for 2 x 41 Strut 
channels. The bolting on both sides of the intersecting channel 
strut allows fabrication of joints rated at higher loads. This 
solution comes very handy for building H-frames or racks 
based on roof feet and supports.
This product can be used outdoors with a hot-dip galvanized 
finish.

Available materials - Product code example
LDB-U-21-3  - galvanized steel sheet
LDB-U-21-3-Z275 - Z275 galvanized steel sheet
LDB-U-21-3-Z600 - hot-dip galvanized steel sheet
LDB-U-21-3-K  - 1.4301/304 stainless steel sheet 
LDB-U-21-3-K-316L  - 1.4404/316L stainless steel sheet, 

molybdenum-enriched 
LDB-U-21-3-A  - AW-1050A H24 aluminium sheet 

Dimensions

Product code
A

[mm]

B
[mm]

C
[mm]

D
[mm]

E
[mm]

F
[mm]

G
[mm]

LDB-U-21-3 40 136 19.5 48.5 48.5 27 42

LDB-U-41-3 40 136 19.5 48.5 48.5 48 40

LDB-U-82-3 40 136 19.5 48.5 48.5 87 42

LDB-U-41-6* 40 177 19.5 48 48 48 83

Product code
Number of holes

[pcs]

LDB-U-21-3 3

LDB-U-41-3 3

LDB-U-82-3 3

LDB-U-41-6 6

LDB-U-21-3 LDB-U-41-6

Installation method

3x Ø14.30 ± 0.3

*The spacing between the central holes is 42 mm. 

Product code example
Product code:               LDB-U-21-3

type
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UNIÓN 4T

DIMENSIONES

UNIÓN L 3T

DIMENSIONES

MÉTODO DE INSTALACIÓN

190 mm

Espesor: 5 mm

40 mm

12
mm
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ALNOR® ventilation systems
is a registered trademark protected by a technical patent. All modification rights reserved.

Flat plate bracket for LDBST channel 

LDB-P-41-2

Description
Flat plate brackets are designed for building and reinforcing 
joints of Strut channels. They are mostly used for joining two 
aligned sections of 41x21 or 41x41 Strut channels. Depending 
on your needs, you can use strut strap types from LDB-P-
41-2 to LDB-P-41-4, which vary in length and the number of 
holes. The higher the load and the overall length of joined 
strut channels, the longer strut strap should be used. Flat 
brackets can also be used for side-by-side joining of 2 to 5 
strut channels.
This product can be used outdoors with a hot-dip galvanized 
finish.

Available materials - Product code example
LDB-P-41-2    - galvanized steel sheet
LDB-P-41-2-Z275 - Z275 galvanized steel sheet
LDB-P-41-2-Z600 - hot-dip galvanized steel sheet
LDB-P-41-2-K  - 1.4301/304 stainless steel sheet 
LDB-P-41-2-K-316L - 1.4404/316L stainless steel sheet,

molybdenum-enriched 
LDB-P-41-2-A  - AW-1050A H24 aluminium sheet 

Dimensions

Product code
A

[mm]
B

[mm]
C

[mm]
D

[mm]
Number of 

holes

LDB-P-41-2 40 88 20 48 2

LDB-P-41-3 40 136 20 48 3

LDB-P-41-4 40 184 20 48 4

LDB-P-41-5 40 232 20 48 5

Installation method
LDB-P-41-2 LDB-P-41-3

LDB-P-41-4 LDB-P-41-5

Product code example
Product code:               LDB-P-41-2

type
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LDB-PC-41-3 fittings are angle flat plate brackets with 3 holes. 
This is often used for fabrication of support frames with LDBST 
channel openings aligned vertically and flat square support 
frames. Angle flat plate brackets are easier to use with SNP 
and SNL unistrut channel washers and SRS screws. 
This product can be used outdoors with a hot-dip galvanized 
finish.

Available materials - Product code example
LDB-PC-41-3   - galvanized steel sheet
LDB-PC-41-4-Z275 - Z275 galvanized steel sheet
LDB-PC-41-4-Z600 - hot-dip galvanized steel sheet
LDB-PC-41-3-K  - 1.4301/304 stainless steel sheet 
LDB-PC-41-3-K-316L - 1.4404/316L stainless steel sheet,

molybdenum-enriched 
LDB-PC-41-3-A  - AW-1050A H24 aluminium sheet

Description

Angle flat plate bracket for LDBST channel

LDB-PC-41-3
Dimensions

Product code
A

[mm]
B

[mm]
C

[mm]
D

[mm]
E

[mm]

LDB-PC-41-3 89 89 41 21 47

Installation method

Product code example
Product code:              LDB-PC-41-3

type

MÉTODO DE INSTALACIÓN

Espesor: 5 mm
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LDB-PC-41-3 fittings are angle flat plate brackets with 3 holes. 
This is often used for fabrication of support frames with LDBST 
channel openings aligned vertically and flat square support 
frames. Angle flat plate brackets are easier to use with SNP 
and SNL unistrut channel washers and SRS screws. 
This product can be used outdoors with a hot-dip galvanized 
finish.

Available materials - Product code example
LDB-PC-41-3   - galvanized steel sheet
LDB-PC-41-4-Z275 - Z275 galvanized steel sheet
LDB-PC-41-4-Z600 - hot-dip galvanized steel sheet
LDB-PC-41-3-K  - 1.4301/304 stainless steel sheet 
LDB-PC-41-3-K-316L - 1.4404/316L stainless steel sheet,

molybdenum-enriched 
LDB-PC-41-3-A  - AW-1050A H24 aluminium sheet

Description

Angle flat plate bracket for LDBST channel

LDB-PC-41-3
Dimensions

Product code
A

[mm]
B

[mm]
C

[mm]
D

[mm]
E

[mm]

LDB-PC-41-3 89 89 41 21 47

Installation method

Product code example
Product code:              LDB-PC-41-3

type

12 mm

45
mm

45
mm

5
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UNIÓN L 3T

DIMENSIONES

ESCUADRA 90° 2 TALADROS

DIMENSIONES

MÉTODO DE INSTALACIÓN

MÉTODO DE INSTALACIÓN
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Flat tee plate bracket for LDBST

LDB-PT-41-4

Description
LDB-PT-41-4 tee plate brackets are ideal for joining the main 
structural strut, based on an LDBST strut channels, and a 
shorter section of a similar channel design. Since the tee 
plate bracket's down leg has only one hole, the fabricated 
joint requires an additional point of support. This piece is 
best used for building well-reinforced and neatly finished 
openwork frames of strut channels.
This product can be used outdoors with a hot-dip galvanized 
finish.

Available materials - Product code example
LDB-PT-41-4  - galvanized steel sheet
LDB-PT-41-4-Z275 - Z275 galvanized steel sheet
LDB-PT-41-4-Z600 - hot-dip galvanized steel sheet
LDB-PT-41-4-K  - 1.4301/304 stainless steel sheet 
LDB-PT-41-4-K-316L - 1.4404/316L stainless steel sheet,

molybdenum-enriched 
LDB-PT-41-4-A  - AW-1050A H24 aluminium sheet

Dimensions

Product code
A

[mm]
B

[mm]
C

[mm]
D

[mm]
E

[mm]
F

[mm]

LDB-PT-41-4 136 89 41 21 47 47

Installation method

Product code example
Product code:              LDB-PT-41-4

type
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L-type angle brackets are available in three versions which 
vary in the layout of openings. LDB-BE-41-2-2 units feature 2 
× 2 holes on both legs to bolt LDBST channel at 90 degrees 
and under a similar load on both legs. Type LDB-BE-41-1-3 
is used for joining one channel to another at the side with 
the holes in a T-shaped arrangement. Type LDB-BE-41-2-1 is 
used for joining a vertical channels with two more channels 
to form a T-shaped arrangement. 
This product can be used outdoors with a hot-dip galvanized 
finish.

Available materials - Product code example
LDB-BE-41-2-1  - galvanized steel sheet
LDB-BE-41-2-1-Z275 - Z275 galvanized steel sheet
LDB-BE-41-2-1-Z600 - hot-dip galvanized steel sheet
LDB-BE-41-2-1-K  - 1.4301/304 stainless steel sheet 
LDB-BE-41-2-1-K-316L - 1.4404/316L stainless steel sheet,

 molybdenum-enriched 
LDB-BE-41-2-1-A  - AW-1050A H24 aluminium sheet

Description

Channel angle bracket

LDB-BE-41
Dimensions

Product code
A

[mm]
B

[mm]
C

[mm]
D

[mm]
E

[mm]

Number of holes

vertical 
leg

horizontal 
leg

LDB-BE-41-1-1 40 50 47 20.5 – 1 1

LDB-BE-41-1-1-R 40 56 41 20.5 – 1 1

LDB-BE-41-2-1 40 56 89 20.5 48 2 1

LDB-BE-41-2-2 40 85 102 33.5 42 2 2

LDB-BE-41-1-3 40 55 131 28.5 41 1 3

Installation method
LDB-BE-41-1-1-R LDB-BE-41-2-1

LDB-BE-41-1-3 LDB-BE-41-2-2

Product code example
Product code:            LDB-BE-41-2-1

type

Espesor: 5 mm

Espesor: 5 mm
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L-type angle brackets are available in three versions which 
vary in the layout of openings. LDB-BE-41-2-2 units feature 2 
× 2 holes on both legs to bolt LDBST channel at 90 degrees 
and under a similar load on both legs. Type LDB-BE-41-1-3 
is used for joining one channel to another at the side with 
the holes in a T-shaped arrangement. Type LDB-BE-41-2-1 is 
used for joining a vertical channels with two more channels 
to form a T-shaped arrangement. 
This product can be used outdoors with a hot-dip galvanized 
finish.

Available materials - Product code example
LDB-BE-41-2-1  - galvanized steel sheet
LDB-BE-41-2-1-Z275 - Z275 galvanized steel sheet
LDB-BE-41-2-1-Z600 - hot-dip galvanized steel sheet
LDB-BE-41-2-1-K  - 1.4301/304 stainless steel sheet 
LDB-BE-41-2-1-K-316L - 1.4404/316L stainless steel sheet,

 molybdenum-enriched 
LDB-BE-41-2-1-A  - AW-1050A H24 aluminium sheet

Description

Channel angle bracket

LDB-BE-41
Dimensions

Product code
A

[mm]
B

[mm]
C

[mm]
D

[mm]
E

[mm]

Number of holes

vertical 
leg

horizontal 
leg

LDB-BE-41-1-1 40 50 47 20.5 – 1 1

LDB-BE-41-1-1-R 40 56 41 20.5 – 1 1

LDB-BE-41-2-1 40 56 89 20.5 48 2 1

LDB-BE-41-2-2 40 85 102 33.5 42 2 2

LDB-BE-41-1-3 40 55 131 28.5 41 1 3

Installation method
LDB-BE-41-1-1-R LDB-BE-41-2-1

LDB-BE-41-1-3 LDB-BE-41-2-2

Product code example
Product code:            LDB-BE-41-2-1

type
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L-type angle brackets are available in three versions which 
vary in the layout of openings. LDB-BE-41-2-2 units feature 2 
× 2 holes on both legs to bolt LDBST channel at 90 degrees 
and under a similar load on both legs. Type LDB-BE-41-1-3 
is used for joining one channel to another at the side with 
the holes in a T-shaped arrangement. Type LDB-BE-41-2-1 is 
used for joining a vertical channels with two more channels 
to form a T-shaped arrangement. 
This product can be used outdoors with a hot-dip galvanized 
finish.

Available materials - Product code example
LDB-BE-41-2-1  - galvanized steel sheet
LDB-BE-41-2-1-Z275 - Z275 galvanized steel sheet
LDB-BE-41-2-1-Z600 - hot-dip galvanized steel sheet
LDB-BE-41-2-1-K  - 1.4301/304 stainless steel sheet 
LDB-BE-41-2-1-K-316L - 1.4404/316L stainless steel sheet,

 molybdenum-enriched 
LDB-BE-41-2-1-A  - AW-1050A H24 aluminium sheet

Description

Channel angle bracket

LDB-BE-41
Dimensions

Product code
A

[mm]
B

[mm]
C

[mm]
D

[mm]
E

[mm]

Number of holes

vertical 
leg

horizontal 
leg

LDB-BE-41-1-1 40 50 47 20.5 – 1 1

LDB-BE-41-1-1-R 40 56 41 20.5 – 1 1

LDB-BE-41-2-1 40 56 89 20.5 48 2 1

LDB-BE-41-2-2 40 85 102 33.5 42 2 2

LDB-BE-41-1-3 40 55 131 28.5 41 1 3

Installation method
LDB-BE-41-1-1-R LDB-BE-41-2-1

LDB-BE-41-1-3 LDB-BE-41-2-2

Product code example
Product code:            LDB-BE-41-2-1

type

5

50 mm
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Flat tee plate bracket for LDBST

LDB-PT-41-4

Description
LDB-PT-41-4 tee plate brackets are ideal for joining the main 
structural strut, based on an LDBST strut channels, and a 
shorter section of a similar channel design. Since the tee 
plate bracket's down leg has only one hole, the fabricated 
joint requires an additional point of support. This piece is 
best used for building well-reinforced and neatly finished 
openwork frames of strut channels.
This product can be used outdoors with a hot-dip galvanized 
finish.

Available materials - Product code example
LDB-PT-41-4  - galvanized steel sheet
LDB-PT-41-4-Z275 - Z275 galvanized steel sheet
LDB-PT-41-4-Z600 - hot-dip galvanized steel sheet
LDB-PT-41-4-K  - 1.4301/304 stainless steel sheet 
LDB-PT-41-4-K-316L - 1.4404/316L stainless steel sheet,

molybdenum-enriched 
LDB-PT-41-4-A  - AW-1050A H24 aluminium sheet

Dimensions

Product code
A

[mm]
B

[mm]
C

[mm]
D

[mm]
E

[mm]
F

[mm]

LDB-PT-41-4 136 89 41 21 47 47

Installation method

Product code example
Product code:              LDB-PT-41-4

type

130 mm

43 mm 43 mm

12 mm

5

40 mm

12
mm

50 mm
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LDB-PBTR-41 channel corner gusset brackets are designed 
for building corner joints at extreme loads on each leg of 
the channels. The five holes allow fastening channels in 3 
different directions.
This product can be used outdoors with a hot-dip galvanized 
finish.

Available materials - Product code example
LDB-PBTR-41  - galvanized steel sheet
LDB-PBTR-41-Z275 - Z275 galvanized steel sheet
LDB-PBTR-41-Z600 - hot-dip galvanized steel sheet
LDB-PBTR-41-K  - 1.4301/304 stainless steel sheet 
LDB-PBTR-41-K-316L  - 1.4404/316L stainless steel sheet,

molybdenum-enriched 
LDB-PBTR-41-A  - AW-1050A H24 aluminium sheet 

Description

Corner gusset bracket

LDB-PBTR-41-5
Dimensions

Product code
A

[mm]
B

[mm]
C

[mm]
D

[mm]
E

[mm]

LDB-PBTR-41-5 107 48 37 48 107

Installation method

Product code example
Product code:            LDB-PBTR-41-5

type
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LDB-PBTR-41 channel corner gusset brackets are designed 
for building corner joints at extreme loads on each leg of 
the channels. The five holes allow fastening channels in 3 
different directions.
This product can be used outdoors with a hot-dip galvanized 
finish.

Available materials - Product code example
LDB-PBTR-41  - galvanized steel sheet
LDB-PBTR-41-Z275 - Z275 galvanized steel sheet
LDB-PBTR-41-Z600 - hot-dip galvanized steel sheet
LDB-PBTR-41-K  - 1.4301/304 stainless steel sheet 
LDB-PBTR-41-K-316L  - 1.4404/316L stainless steel sheet,

molybdenum-enriched 
LDB-PBTR-41-A  - AW-1050A H24 aluminium sheet 

Description

Corner gusset bracket

LDB-PBTR-41-5
Dimensions

Product code
A

[mm]
B

[mm]
C

[mm]
D

[mm]
E

[mm]

LDB-PBTR-41-5 107 48 37 48 107

Installation method

Product code example
Product code:            LDB-PBTR-41-5

type

ESCUADRA 90° 4

DIMENSIONES

ESCUADRA TRIANGULAR 90°

DIMENSIONES

MÉTODO DE INSTALACIÓN

MÉTODO DE INSTALACIÓN
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L-type angle brackets are available in three versions which 
vary in the layout of openings. LDB-BE-41-2-2 units feature 2 
× 2 holes on both legs to bolt LDBST channel at 90 degrees 
and under a similar load on both legs. Type LDB-BE-41-1-3 
is used for joining one channel to another at the side with 
the holes in a T-shaped arrangement. Type LDB-BE-41-2-1 is 
used for joining a vertical channels with two more channels 
to form a T-shaped arrangement. 
This product can be used outdoors with a hot-dip galvanized 
finish.

Available materials - Product code example
LDB-BE-41-2-1  - galvanized steel sheet
LDB-BE-41-2-1-Z275 - Z275 galvanized steel sheet
LDB-BE-41-2-1-Z600 - hot-dip galvanized steel sheet
LDB-BE-41-2-1-K  - 1.4301/304 stainless steel sheet 
LDB-BE-41-2-1-K-316L - 1.4404/316L stainless steel sheet,

 molybdenum-enriched 
LDB-BE-41-2-1-A  - AW-1050A H24 aluminium sheet

Description

Channel angle bracket

LDB-BE-41
Dimensions

Product code
A

[mm]
B

[mm]
C

[mm]
D

[mm]
E

[mm]

Number of holes

vertical 
leg

horizontal 
leg

LDB-BE-41-1-1 40 50 47 20.5 – 1 1

LDB-BE-41-1-1-R 40 56 41 20.5 – 1 1

LDB-BE-41-2-1 40 56 89 20.5 48 2 1

LDB-BE-41-2-2 40 85 102 33.5 42 2 2

LDB-BE-41-1-3 40 55 131 28.5 41 1 3

Installation method
LDB-BE-41-1-1-R LDB-BE-41-2-1

LDB-BE-41-1-3 LDB-BE-41-2-2

Product code example
Product code:            LDB-BE-41-2-1

type
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LDB-PBTR-41 channel corner gusset brackets are designed 
for building corner joints at extreme loads on each leg of 
the channels. The five holes allow fastening channels in 3 
different directions.
This product can be used outdoors with a hot-dip galvanized 
finish.

Available materials - Product code example
LDB-PBTR-41  - galvanized steel sheet
LDB-PBTR-41-Z275 - Z275 galvanized steel sheet
LDB-PBTR-41-Z600 - hot-dip galvanized steel sheet
LDB-PBTR-41-K  - 1.4301/304 stainless steel sheet 
LDB-PBTR-41-K-316L  - 1.4404/316L stainless steel sheet,

molybdenum-enriched 
LDB-PBTR-41-A  - AW-1050A H24 aluminium sheet 

Description

Corner gusset bracket

LDB-PBTR-41-5
Dimensions

Product code
A

[mm]
B

[mm]
C

[mm]
D

[mm]
E

[mm]

LDB-PBTR-41-5 107 48 37 48 107

Installation method

Product code example
Product code:            LDB-PBTR-41-5

type

Espesor: 5 mm

Espesor: 5 mm

95 mm

12 mm

5

90º

100 mm

10
0 

m
m

100 mm

40 mm

12
mm
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Channel open angle bracket

LDB-BAN-41

Description
LDB-BAN-41 channel open angle brackets have a width 
compatible for building wide angle joints between 41 and 
21 Strut channels. Depending on the leg-to-leg angle, it can 
form a joint at 30, 45, 60 and 135 degrees between two 
channels. This piece provides superior flexibility in building 
supports and suspension systems for HVAC installations and 
other structural applications. Angle brackets are often used 
for fabrication of heavy-duty cantilevers with a support arm 
length exceeding 1000 mm.
This product can be used outdoors with a hot-dip galvanized 
finish.

Available materials - Product code example
LDB-BAN-41-45-2  - galvanized steel sheet
LDB-BAN-41-45-2-Z275 - Z275 galvanized steel sheet
LDB-BAN-41-45-2-Z600 - hot-dip galvanized steel sheet
LDB-BAN-41-45-2-K  - 1.4301/304 stainless steel sheet 
LDB-BAN-41-45-2-K-316L  - 1.4404/316L stainless steel sheet, 

molybdenum-enriched 
LDB-BAN-41-45-2-A  - AW-1050A H24 aluminium sheet

Dimensions

Product code
A

[mm]
B

[mm]
C

[mm]
D

[mm]
E

[mm]
α
[0]

LDB-BAN-41-30-2 40 52 97 21 21 30

LDB-BAN-41-45-2 40 52 97 21 21 45

LDB-BAN-41-45-4 40 92 89 21 21 45

LDB-BAN-41-60-2 40 52 97 21 21 60

LDB-BAN-41-135-2 40 69 108 21 21 135

Installation method

Product code example
Product code:         LDB-BAN-41-45-2

type

Installation method A Installation method B

ÁNGULO 45º 2 TALADROS LARGO   

DIMENSIONES

MÉTODO DE INSTALACIÓN
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ALNOR® ventilation systems
is a registered trademark protected by a technical patent. All modification rights reserved.

Channel open angle bracket

LDB-BAN-41

Description
LDB-BAN-41 channel open angle brackets have a width 
compatible for building wide angle joints between 41 and 
21 Strut channels. Depending on the leg-to-leg angle, it can 
form a joint at 30, 45, 60 and 135 degrees between two 
channels. This piece provides superior flexibility in building 
supports and suspension systems for HVAC installations and 
other structural applications. Angle brackets are often used 
for fabrication of heavy-duty cantilevers with a support arm 
length exceeding 1000 mm.
This product can be used outdoors with a hot-dip galvanized 
finish.

Available materials - Product code example
LDB-BAN-41-45-2  - galvanized steel sheet
LDB-BAN-41-45-2-Z275 - Z275 galvanized steel sheet
LDB-BAN-41-45-2-Z600 - hot-dip galvanized steel sheet
LDB-BAN-41-45-2-K  - 1.4301/304 stainless steel sheet 
LDB-BAN-41-45-2-K-316L  - 1.4404/316L stainless steel sheet, 

molybdenum-enriched 
LDB-BAN-41-45-2-A  - AW-1050A H24 aluminium sheet

Dimensions

Product code
A

[mm]
B

[mm]
C

[mm]
D

[mm]
E

[mm]
α
[0]

LDB-BAN-41-30-2 40 52 97 21 21 30

LDB-BAN-41-45-2 40 52 97 21 21 45

LDB-BAN-41-45-4 40 92 89 21 21 45

LDB-BAN-41-60-2 40 52 97 21 21 60

LDB-BAN-41-135-2 40 69 108 21 21 135

Installation method

Product code example
Product code:         LDB-BAN-41-45-2

type

Installation method A Installation method B
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ALNOR® ventilation systems
is a registered trademark protected by a technical patent. All modification rights reserved.

Channel open angle bracket

LDB-BAN-41

Description
LDB-BAN-41 channel open angle brackets have a width 
compatible for building wide angle joints between 41 and 
21 Strut channels. Depending on the leg-to-leg angle, it can 
form a joint at 30, 45, 60 and 135 degrees between two 
channels. This piece provides superior flexibility in building 
supports and suspension systems for HVAC installations and 
other structural applications. Angle brackets are often used 
for fabrication of heavy-duty cantilevers with a support arm 
length exceeding 1000 mm.
This product can be used outdoors with a hot-dip galvanized 
finish.

Available materials - Product code example
LDB-BAN-41-45-2  - galvanized steel sheet
LDB-BAN-41-45-2-Z275 - Z275 galvanized steel sheet
LDB-BAN-41-45-2-Z600 - hot-dip galvanized steel sheet
LDB-BAN-41-45-2-K  - 1.4301/304 stainless steel sheet 
LDB-BAN-41-45-2-K-316L  - 1.4404/316L stainless steel sheet, 

molybdenum-enriched 
LDB-BAN-41-45-2-A  - AW-1050A H24 aluminium sheet

Dimensions

Product code
A

[mm]
B

[mm]
C

[mm]
D

[mm]
E

[mm]
α
[0]

LDB-BAN-41-30-2 40 52 97 21 21 30

LDB-BAN-41-45-2 40 52 97 21 21 45

LDB-BAN-41-45-4 40 92 89 21 21 45

LDB-BAN-41-60-2 40 52 97 21 21 60

LDB-BAN-41-135-2 40 69 108 21 21 135

Installation method

Product code example
Product code:         LDB-BAN-41-45-2

type

Installation method A Installation method B
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ALNOR® ventilation systems
is a registered trademark protected by a technical patent. All modification rights reserved.

Channel open angle bracket

LDB-BAN-41

Description
LDB-BAN-41 channel open angle brackets have a width 
compatible for building wide angle joints between 41 and 
21 Strut channels. Depending on the leg-to-leg angle, it can 
form a joint at 30, 45, 60 and 135 degrees between two 
channels. This piece provides superior flexibility in building 
supports and suspension systems for HVAC installations and 
other structural applications. Angle brackets are often used 
for fabrication of heavy-duty cantilevers with a support arm 
length exceeding 1000 mm.
This product can be used outdoors with a hot-dip galvanized 
finish.

Available materials - Product code example
LDB-BAN-41-45-2  - galvanized steel sheet
LDB-BAN-41-45-2-Z275 - Z275 galvanized steel sheet
LDB-BAN-41-45-2-Z600 - hot-dip galvanized steel sheet
LDB-BAN-41-45-2-K  - 1.4301/304 stainless steel sheet 
LDB-BAN-41-45-2-K-316L  - 1.4404/316L stainless steel sheet, 

molybdenum-enriched 
LDB-BAN-41-45-2-A  - AW-1050A H24 aluminium sheet

Dimensions

Product code
A

[mm]
B

[mm]
C

[mm]
D

[mm]
E

[mm]
α
[0]

LDB-BAN-41-30-2 40 52 97 21 21 30

LDB-BAN-41-45-2 40 52 97 21 21 45

LDB-BAN-41-45-4 40 92 89 21 21 45

LDB-BAN-41-60-2 40 52 97 21 21 60

LDB-BAN-41-135-2 40 69 108 21 21 135

Installation method

Product code example
Product code:         LDB-BAN-41-45-2

type

Installation method A Installation method B

95 mm

50 mm

5

12 mm

ÁNGULO 45º 2 TALADROS CORTO   

DIMENSIONES 

ÁNGULO 45º 4 TALADROS   

DIMENSIONES 

40 mm

12
mm

50 mm50 mm

Espesor: 5 mm

95 mm 95 mm

40 mm

12
mm
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ALNOR® ventilation systems
is a registered trademark protected by a technical patent. All modification rights reserved.

Channel open angle bracket

LDB-BAN-41

Description
LDB-BAN-41 channel open angle brackets have a width 
compatible for building wide angle joints between 41 and 
21 Strut channels. Depending on the leg-to-leg angle, it can 
form a joint at 30, 45, 60 and 135 degrees between two 
channels. This piece provides superior flexibility in building 
supports and suspension systems for HVAC installations and 
other structural applications. Angle brackets are often used 
for fabrication of heavy-duty cantilevers with a support arm 
length exceeding 1000 mm.
This product can be used outdoors with a hot-dip galvanized 
finish.

Available materials - Product code example
LDB-BAN-41-45-2  - galvanized steel sheet
LDB-BAN-41-45-2-Z275 - Z275 galvanized steel sheet
LDB-BAN-41-45-2-Z600 - hot-dip galvanized steel sheet
LDB-BAN-41-45-2-K  - 1.4301/304 stainless steel sheet 
LDB-BAN-41-45-2-K-316L  - 1.4404/316L stainless steel sheet, 

molybdenum-enriched 
LDB-BAN-41-45-2-A  - AW-1050A H24 aluminium sheet

Dimensions

Product code
A

[mm]
B

[mm]
C

[mm]
D

[mm]
E

[mm]
α
[0]

LDB-BAN-41-30-2 40 52 97 21 21 30

LDB-BAN-41-45-2 40 52 97 21 21 45

LDB-BAN-41-45-4 40 92 89 21 21 45

LDB-BAN-41-60-2 40 52 97 21 21 60

LDB-BAN-41-135-2 40 69 108 21 21 135

Installation method

Product code example
Product code:         LDB-BAN-41-45-2

type

Installation method A Installation method B

50 mm
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ALNOR® ventilation systems
is a registered trademark protected by a technical patent. All modification rights reserved.

Channel open angle bracket

LDB-BAN-41

Description
LDB-BAN-41 channel open angle brackets have a width 
compatible for building wide angle joints between 41 and 
21 Strut channels. Depending on the leg-to-leg angle, it can 
form a joint at 30, 45, 60 and 135 degrees between two 
channels. This piece provides superior flexibility in building 
supports and suspension systems for HVAC installations and 
other structural applications. Angle brackets are often used 
for fabrication of heavy-duty cantilevers with a support arm 
length exceeding 1000 mm.
This product can be used outdoors with a hot-dip galvanized 
finish.

Available materials - Product code example
LDB-BAN-41-45-2  - galvanized steel sheet
LDB-BAN-41-45-2-Z275 - Z275 galvanized steel sheet
LDB-BAN-41-45-2-Z600 - hot-dip galvanized steel sheet
LDB-BAN-41-45-2-K  - 1.4301/304 stainless steel sheet 
LDB-BAN-41-45-2-K-316L  - 1.4404/316L stainless steel sheet, 

molybdenum-enriched 
LDB-BAN-41-45-2-A  - AW-1050A H24 aluminium sheet

Dimensions

Product code
A

[mm]
B

[mm]
C

[mm]
D

[mm]
E

[mm]
α
[0]

LDB-BAN-41-30-2 40 52 97 21 21 30

LDB-BAN-41-45-2 40 52 97 21 21 45

LDB-BAN-41-45-4 40 92 89 21 21 45

LDB-BAN-41-60-2 40 52 97 21 21 60

LDB-BAN-41-135-2 40 69 108 21 21 135

Installation method

Product code example
Product code:         LDB-BAN-41-45-2

type

Installation method A Installation method B

50 mm


